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Container terminals 

seayard 
New berth 

800 m 

Port Synergy/eurofos 
New berth 400 m 

2 terminals  

2400 m berths 

15 m maximal draught 

Swinging zone  diam 700 m 

 



Biggest PC call at Marseille Fos 

Length = 400 m 

Breath = 50 m 

Maxi draft = 16 m 

+ 16.000 TEU 



Question 1 : improve weather forecast   

 

 contract : Harbour/Pilots/Météo France 

 

specific website with daily weather forecast 
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Question 2 : more accurate navigation positioning   

Coopération with : 

-Hydrografic team and pilotage 

To increase the accurency of the charts in  

Harbour 

 



Question 3 : use of tugs  

 

 

Available but not compulsory 

 

No berthing when terminal is  

not working because of the strong 

wind 

 

 

http://www.marseille-port.fr/fr/AlbumPhoto/Fos conteneurs/262


Question 4 : information to master’s   

• Shifting on more than 15 m of a vessel having a LOA of more than 300 m must be done with pilot 
on board and boatmen. 

• Container terminals in dock 2 and berths on dock 3 

• On large container ships, mooring lines must be long enough to stir correctly (front). 

• Mooring lines must be strong anough to avoid lenghtwise moves when other ships passing 

• by : 

• - either by increasing the strenght on constant tension winches 

• - either by putting on brake 

• - either by rotating some mooring lines. 

• Vessels with high weight must take same disposals as container ships. 

PORT INFORMATION  GUIDE AVAILABLE ON WEB SITE  

SPECIALS RECOMMENDATIONS FOR MOORING OF BIG SHIPS  



Question 5 : improve experience   

• SEMINAR IN MARSEILLE  ………….. 

Seminars and workshops for exchange of 
professional experience : captain, 
harbourmaster, pilots……….  

 

 

 

• Thanks for attention …… 


